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FRCSE 3502/3 (REV. 10/2012)
JOB QUALIFICATION REQUIREMENTS A/E37T-24 VER 5 TEST CELL ADAPTER PACK 981AS100-5 T700-GE-401/401C OPERATOR MAYPORT DETATCHMENT
These are the minimum skills required for qualification as an A/E37T-24 TEST CELL FOR ADAPTER PACK 981AS100-5 T700-GE-401/401C as established by FRCSE per COMNAVAIRFORINST 4790.2A. Prior to being signed off, the individual will demonstrate a thorough knowledge of maintenance actions by performing (when practical) or simulating maintenance on the subject system or component parts. A discussion of the principles of operation and function of this system and its component parts shall be included. Additional requirements may be added by the work center upon approval by the division officer. 
A designated test cell QUALIFIER shall sign individual tasks in each section upon successful completion of the task. 
This qualification sheet is to be used as a record of satisfactory completion of the requirements as set forth within, and, upon completion of these requirements, a copy of this qualification sheet shall be maintained as a permanent part of the individual's training record. 
NOTE: Completion of this JQR satisfies only part of the requirements to be qualified as a test cell operator. This JQR, along with the requirements outlined in the GTETS Operator NAMPSOP, are required to be completed prior to designation as a test cell operator. 
SECTION II - TASK DESCRIPTIONS
SIGNATURE
DATE
1.  ID Required Safety Equipment
2.  ID Required Fire Fighting Equipment
3.  Discuss Operation of Safety Equipment
4.  Discuss Operation of Fire Fighting Equipment
5.  Use of A1-T700A-MMI-200
6.  Conduct Fuel Samples
7.  Entries on Approved Run Sheet
8.  Warning Systems are Functional
1.  CDP Plate Assembly
2.  Vertical Scale Indicator Panel
3.  Speed Control Panel
4.  Torque and Horsepower Panel
SECTION III - DISCUSS THE FOLLOWING
SIGNATURE
DATE
5.  Fault Light Indicator Panel
6.  Engine Test Trailer Dynamometer
SECTION I - ARTISAN INFORMATION
7.  Required Engine Checks
SECTION IV - PERFORM THE FOLLOWING
SIGNATURE
DATE
1.  Install Engine "Q" Gear
2.  Remove Engine "Q" Gear
3.  Install Engine on Stand
4.  Remove Engine From Stand
5.  Install Torquemeter
6.  Remove Torquemeter
7.  Install Wiring Harness
8.  Remove Wiring Harness
9.  Connect Fuel Line
10.  Disconnect Fuel Line
11.  Install Vibration Transducers
12.  Remove Vibration Transducers
13.  Install Engine Starter
14.  Remove Engine Starter
15.  Barometric Press and OAT
16.  Fuel System Priming
17.  Engine Rollover Check
18.  Fuel System Operation Check
19.  Engine Start Check
20.  Idle Speed Leak Check
21.  Idle Speed Check
22.  Contingency Power Circuit Check
23.  Break-In Run
24.  NP Overspeed Check
25.  Mechanical Check
SECTION IV - PERFORM THE FOLLOWING (continued)
SIGNATURE
DATE
26.  NP Governing Check
27.  TGT Limiter Setting
28.  Contingency Power Check
29.  Calculate Engine Performance
SECTION V - SIMULATE EMERGENCY PROCEDURES
SIGNATURE
DATE
1.  Engine Tail Pipe Fire
2.  Fuel Leak
3.  Oil Leak
4.  Overspeed
5.  Underspeed
6.  Wet Start
7.  Hung Start
8.  Vibration During Start
9.  Engine Vibration During Run
10.  High Oil Temperature
11.  High Oil Pressure
12.  Emergency Engine Shutdown
SECTION VI - TROUBLESHOOTING
SIGNATURE
DATE
1.  Engine Tail Pipe Fire
2.  Fuel Leak
3.  Oil Leak
4.  Overspeed
5.  Underspeed
6.  Wet Start
7.  Hung Start
8.  Vibration During Start
9.  Engine Vibration During Run
10.  High Oil Temperature
11.  High Oil Pressure
12.  Emergency Engine Shutdown
13.  Engine/Dyno Torque Split
SECTION VII - DYNAMOMETER HOURLY INSPECTION
SIGNATURE
DATE
1.  50 Hour
2.  250 Hour
3.  500 Hour
4.  100 Hour after 500 Hours
5.  1000 Hour
6.  2000 Hour
SECTION VIII - AIR START UNIT REQUIREMENTS
SIGNATURE
DATE
1.  Perform Pre-Op
2.  Perform Monthly/100 Hour
3.  Check Air lines for Leaks/Cracks
4.  Check Main Air Hose for Deterioration
5.  Open Lower Bleed Valve to Purge
6.  Check Hose Tether to Eng. Trailer
7.  Perform Cold Weather Operation
SECTION IX-  NALCOMIS/MAF TASKS
SIGNATURE
DATE
1.  Place Run MAF I/W
2.  Sign Off Run MAF
3.  Place PM MAF I/W
4.  Sign Off PM MAF
SECTION X - GENERAL TASKS
SIGNATURE
DATE
1.  Perform FOD Walkdown
2.  Simulate Hand Signals
3.  Perform Pre-Op Inspection
4.  Perform 4 Week Inspection
5.  Perform 13 Week Inspection
6.  Perform 26 Week Inspection
SECTION XI - QUALIFIER'S CERTIFICATION
8.  Check Calibration Requirements
SECTION XII - QUALIFICATION COMPLETED
1.  SUPERVISOR
2.  BRANCH CPO
3.  DIVISION LCPO
4.  DIVISION OFFICER
Upon completion of training syllabus, perform two satisfactory full performance runs under the supervision of a designated qualifier.
2.  QUALIFIER #2
1.  QUALIFIER #1
DATE
SIGNATURE
SECTION X - GENERAL TASKS (continued)
7.  Perform 52 Week Inspection
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